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AS/NZS7000 review
Appendix F changes

In 2016 TimberED Services were 
engaged to use all available 
Australian timber pole 
destructive test data to 
determine the relationships 
between species or Strength 
Group, years in service and 
treatment on their residual 
strength. The project included 
data for 971 pole tests.

The findings of the project are 
detailed in ‘Report on project to 
review destructive test data on 
power poles to determine the 
influence of preservative 
treatment type and species on 
residual fibre strength’ 
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Reduced timber 
strength

Modification of characteristic 
timber strengths to align with 
AS1720.1

Diameter factor 
k20
A diameter factor is proposed to 
model both the immaturity 
factor for small poles and size 
effects on larger poles. This 
factor would still be referred to 
as k20
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The Outcome

Design life (years) 50

Duration of load factor(k1) 1

Load application distance from top 0.1

Wood type Provenance
Rated tip load 

(kN)
Pole length 

(m)
Embedded 
length (m)

Ground line 
diameter 

(mm)

P (kN)

Proposed

P (kN)

Current

S4 NZ‐Electropole 12 11 1.8 335 9.9 10.5

S2 NSW‐Koppers 12 11 1.9 386 28.9 38.4

S1 NSW‐AHH 12 11 1.7 367 30.5 40.4

S2 NSW‐AHH 12 11 1.7 388 28.8 38.1

S5 NSW‐AHH 12 11 1.7 504 24.0 28.2

S1 QLD‐Energex 12 11 1.7 303 18.2 22.8

S2 QLD‐Energex 12 11 1.7 323 17.6 22.1

ULS Tip load 

Proposed changes to 
pole markings
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The calculation for the disc ULS value should be standardised:

•Pole top = 100mm below pole top

•Embedment = Standard embedment recommended by manufacturer

•Phi = As per table F3

•K1 = 1

•K d = As relevant for 50yr design life

•K20 = as applicable under table F6

•K21 = as applicable under table F7

•K22 = as applicable
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CATAN File review

11m 12kN (Class A) Softwood

Organisation
Factored tip load 

capacity 

Factored tip load 

capacity calculated from 

bending stress

EDB ‐ 7 6.8

EDB ‐ 5 10.2 7.8

CATAN default 12 10.9

EDB ‐ 1 12 12.2

EDB ‐ 6 12 12.2

EDB ‐ 4 12 9.0

EDB ‐ 2 12.8

11m 12kN Hardwood

Organisation
Factored tip load 

capacity 

Factored tip load 

capacity calculated from 

bending stress

EDB ‐ 5 18.7 27.3

CATAN NZ default 21.6 17.2

EDB ‐ 3 21.6 15.4

EDB ‐ 2 24 33.6

CATAN default 30 15.0

EDB ‐ 1 30 20.2

EDB ‐ 4 34.07 34.0
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Organisation
Factored tip load 

capacity 

EDB ‐ 7 13.2

EDB ‐ 3 15.84

EDB ‐ 2 19.8

CATAN default 22

EDB ‐ 1 22

EDB ‐ 6 22

EDB ‐ 4 22

EDB ‐ 5 22

Busck 11m

AS/NZS7000 review
Changes to AS/NZS1170.2
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Scope exclusion
The scope of AS/NZS1170.2 now specifically excludes power transmission and 
distribution structures, including supporting poles and towers 

Yet AS/NZS7000 specifically refers to AS/NZS1170.2, this should be continue. Note 4 
states that excluded structures may draw on the standard for some aspects of wind 
load determination.

2011

2021



10/08/2022

12

Wind region changes (section 3.2)
Introduces significant wind speed changes for New Zealand

Action: modify AS/NZS7000 Appendix B to change the NZ map in Figure B2

Action: modify AS/NZS7000 section B4 heading to reference regions NZ2 and NZ4 
instead of A7

Action: Various changes to the handbook will be required

New Wind Regions

2011 2021
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AS/NZS1170.2:2011 AS/NZS1170.2:2021

Wind pressure change based on regional wind velocity changes only
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Wind direction multipliers (section 3.3)
Introduces significant changes to wind direction multipliers for both New Zealand and 
Australia

Now states in section 3.3 that a Md of 1.0 shall be used on circular and polygonal 
poles. Possibly this is part of the reason why OHLs were excluded. It should not apply 
for OHLs since generally a significant portion of the windage is direction sensitive. 

Action: Significant change to the handbook will be required

Action: Add a statement to the standard and handbook that clause 3.3(b) does not 
apply for OHLs

Wind direction multiplier changes

AS/NZS1170.2:2011 AS/NZS1170.2:2021
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Climate change multiplier (Mc) (section 
3.4)
A new climate change multiplier has been introduced

It only affects Australian regions B2, C and D

It represents a 5% wind speed velocity (10% pressure) increase

Otherwise this site wind speed equation stays the same

Action: modify Appendix B to include the climate change multiplier variable in the site 
wind speed equation

AS/NZS1170.2:2011 AS/NZS1170.2:2021

AS/NZS7000:2016
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Terrain category changes (section 4.2.1)
Terrain category 1.5 has been removed. Terrain category 1 and 2.5 have been 
redefined.

Terrain category descriptions

AS/NZS1170.2:2011 AS/NZS1170.2:2021
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Terrain height multiplier (section 4.2.2)
The Mz,cat numbers for terrain category 1 have changed

Terrain height multipliers

AS/NZS1170.2:2011 AS/NZS1170.2:2021
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New Zealand lee zone changes (section 
4.4.3)
Introduces significant changes for some New Zealand areas

Action: modify AS/NZS7000 Appendix B to change the NZ map in Figure B2 (as above)

New Wind Regions

AS/NZS1170.2:2011 AS/NZS1170.2:2021
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AS/NZS1170.2:2011 AS/NZS1170.2:2021

Pole dynamic response factors (section 
6)
Introduces dynamic response factors for poles with natural frequencies less than 1Hz 
in section 6. Generally overhead lines have natural frequencies greater than 1Hz so 
this change may be ignored
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Changes to the standard

Remove or replace with new map

Remove paragraph
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Replace with new equation

Add description for Mc

Change A7 to NZ2

Add statement: “, including for poles with circular or polygonal cross‐sections.”

In AS/NZS7000 the section B4 heading specifically refers to region A7 (not 
regions A6 or W), yet here within the text generally refers to region A having 
downdrafts. The highlighted sentence needs to be changed to Regions A0‐A5 
and NZ2 wind speeds shall be used for downdraft wind design”.
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Changes to the handbook

Replace with new equation

Add description for Mc
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Replace table 8.1 with the following tables 
to reflect the updated wind speeds



10/08/2022

24

Change A7 to NZ2

Change A7 to NZ2

This statement is incorrect and should be removed. Clause B3 
does not state this. It is also incorrect since 1.0 is no longer the 
highest Md value in regions B, C and D. Remove the first 
sentence.
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Change the highlighted to read “that A0‐A5 and NZ2 wind speeds 
shall be used for downdraft wind design”.

This plus subsequent calcs will be affected
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EEA Conductor 
Micro‐credential

Topics include 
conductor:
• Types
• Parameters
• Hardware
• Calculations
• Engineering design
• Deliverables
• New assignment 
format
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Worked 
examples

Questions
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Downloadable 
interactive 
spreadsheet 
examples 

Pole test facility
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